Sette 270/270W Hook Cylinder and Retaining Bracket
Installation
Tools Needed: T-10, T-20, T-25 Torx Bits, 2mm hex key, Driver, rag or towel
Curved Forceps (hemostat) – We use a very specific pair that works well, the jaws are
skinny and they are about 8 inches in total length. We have found that not all curved
forceps will work. Ours are Codman 21 (30-4291 Stainless)
Parts Needed: 8296* Hardened 2mm hex screw, S549* Hook Cylinder (also requires 8296 and
S574), S574* Hook Cylinder Spring, S592 L-Bracket For Hook Cylinder (NOT required, but will
prevent hook cylinder from being pushed into machine if hook is removed. Installing this piece is
more challenging than just installing new hook cylinder)
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*** Unplug the power supply cord from the rear of the machine. ***

1. Remove case using the Sette case removal guide.

2. Ignore bullets 2-3 for Sette 270. For 270W, gently unplug the load cell jumper
wire that attaches to the load cell circuit board
3. The load cell circuit board is clipped into place. To remove, push the clips away
from the board so they are released, then pivot the front of the board over the
released clips.
*Take note of your circuit board orientation before removal. Reinstall your
circuit board in the same orientation it was prior to removal. The instructions
below are for the majority of 270W units, however early models may have
different board orientation.
*Diagram orientation is
matched with the photo

Clipped

Released

Push to release the retaining clip, and
then pivot the board past the clip.
There are two clips, one on each side.

4. Rest the face of the grinder on a towel, use the T-25 Torx to loosen both load cell
mounting screws.
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5. Hold the arms/load cell assembly once the screws are almost out so the whole
system doesn’t fall out and sustain more damage.
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6. There will be a rectangular washer underneath the load cell, or two single
washers on older machines. Make sure you don’t lose the washer(s), as you will
need it for proper reassembly.

7. Fully remove the assembly from the machine,

4

8. Use the T-20 Torx to remove the single load cell mounting screw
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9. Loosen the 2mm hook set screw and pull the hook up and out.
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10. Push the hook cylinder into the unit and remove.

11. Take the spring and new hook cylinder and clamp them together with the
forceps. The spring should be seated into the circular recess in the bottom of
the hook cylinder- it will only go in one way.
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9. This is the tricky step. Use the forceps to get the cylinder and spring close to
where it needs to be. The spring faces down, the groove faces up. Use your
driver to help push the cylinder into place, while slowly releasing pressure with
the forceps and pulling the forceps out. Take care to prevent the spring from
escaping.
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10. The hook cylinder and spring should look like this when properly installed.

11. Slide the hook into place and tighten the 2mm set screw.
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12. Next we are going to install the L Bracket behind the hook cylinder, to prevent it
from being pushed into the machine if the hook is ever removed. Here is what the
L Bracket looks like.
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13. Slide the bracket into place so the bend is facing towards the hook cylinder, and
align the screw hole in the bracket with the hole in the load cell.
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14. Inset the screw and tighten with the T-20 Torx Bit
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15. Slide the assembly back into the machine and position the load cell shim(s)
Top of Grinder

Load cell shim

There should be a very small
gap all the way around
between the load cell
assembly and the housing

16. Hold the assembly in place and thoroughly tighten down the front load cell screw
with the green grounding wire. After the front load cell screw is tight, proceed to
the second load cell screw. Check to make sure there is a gap between the load
cell assembly and grinder housing ( see picture in step 15). Adjust these two
screws to change the gap if needed.
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17. Mount the load cell circuit board back on the mounting clips by first tilting it into
the rear clip, then rotating and pushing down to get the front clips engaged.
*Diagram orientation is
matched with the photo

Angle board and insert into
rear clip

Push the board under the
clips to lock into place

18. Carefully plug in the connector
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Reassembly

1. Slide the spade clips back onto the interlock switch.
*Pay attention to how the wires naturally want to sit. The wires will want to slide
on and lie in the grinder a certain way and if you put it back the way it came
apart, it will go together much easier.
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2. Get the case roughly in position, as shown above

3. Work the case on such that it is flush with the sides and ready to slide forward
to finish installation
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4. Alternate pushing on the bottom and on the top, as depicted above, to slide
the case the rest of the way forward into position.
5. Reinstall the screws and feet

If you have any questions or concerns, please email support@baratza.com or call at 425-641-1245.
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